


Crossroads

Material
Crossroads is built up of radiation pipes that are welded together in a pattern. There is 1 model that is offered in two finishes: steel and stainless steel. 

Steel version:
16 bar working pressure
20,8 bar pressure test

Stainless steel version:
7 bar working pressure
9,1 bar pressure test

Composition
The steel version is made of rectangular radiation pipes with dimensions 50x20x2mm. The tube dimensions of the stainless steel version are 50x20x1.5mm. The tubes are welded horizontally and vertically. At the top of the back of the appliance a G 1/8” socket is provided for the air vent that is included. The underside of the appliance is provided with 2 stainless steel G ½” sockets. A water seal is provided between the sockets. 

Dimensions: 195x60x2cm
Weight: 32kg
Watercontent: 9L

Finish
The radiation pipes are sandblasted, degreased, phosphated, electrostatically lacquered with epoxy-polyester powder and finally stove enamelled at 200 °C or painted with epoxy polyester and enamelled at 180°C depending on the colour chosen by the customer. This high quality finish offers an optimal scratch resistance and is very easy to maintain. Thickness of the lacquer: min 80 μ

Stainless steel version:
The radiation pipes are polished and brushed after welding.

Colour 
Steel version:
This version is available in 3 standard colours (White 9016 133, Pearl Black 018, Pearl Brown 017) or a colour chosen from the Jaga colour chart structure  (series 1…) satin matt (series 3...) and special colours (series 0...)

Stainless steel version:
This version is only available in the brushed stainless steel finish.

Connections
2 G ½” sockets are positioned in the middle on the underside with spacing of 50mm.


How to install
The building services engineer chooses the heating elements considering the following
conditions:
A heat output calculation according to the standard.
The heat output calculations and the dimensions are provided in accordance with European standard EN442 (75/65/20°C).
the appliance is mounted against the wall with 4 corresponding wall brackets.
[bookmark: _GoBack]The specially designed thermostatic connection sets / thermostatic Jaga Deco / Jaga-Pro valves / manual Jaga Deco valves can be connected to plastic central heating service pipes / RPE/ALU. tube / copper tube/ steel pipe.
Jaga thermostatic heads / Jaga Deco thermostatic heads chrome / Jaga Deco thermostatic heads chrome/ white / Jaga Comap thermostatic heads silver / not to be / to be fitted.
Sleeve couplings in the same design as the valve.

Options
Jaga Deco valves.
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